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High precision: Shank run-out accuracy: ≤2μm.
Combined run-out accuracy: ≤5μm.
Dynamic balancing grade: ≤G1.
Advanced process of surface wearing resistance and corrosion resistance.
Keyway-free structure is suitable for the high- speed application.
It is suitable for engraving, milling and woodworking machining.
The taper angle of SK chuck for ISO shank is 4°.
Advantage of ISO shank with SK chuck: High precision, a long service life, 1.5 times greater than the torque value of any other 
type of chuck, clamping range of Φ1.0-16.0mm, H7-precision cutter.
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Sh ank type Order t ype Chuck typeScrew c ap Applicable 
speed

D imens ions

L L1 D1

G rade P /u lt ra p rec is ion g rade , 
G rade PP /ins trum ent g rade

Grade A /ordinary grade,Grade 
AA/precis ion grade

R a n g e o f c u t te r 
d ia m e te r

R a n g e o f c u t te r 
d ia m e te r

R e q u i r e m e n t 
for the p recision 
o f  t h e  c u t t e r 
shank d iameter

R e q u i r e m e n t 
for the p recision 
o f  t h e  c u t t e r 
shank d iameter

Length of the shank at the extension 
end /mm (three-digit number)

APPLICATION TYPE
ER20: ER20 chuck 
SK10: SK6 chuck 
KR16: KR16 chuck

ISO
ISO CHUCK CODE

SHANK TYPE/mm
10 | 20 | 25 | 30 | 40 | 45 | 50 |

NAMING RULE:

ISO20-15-ER11-035

TAPER ANGLE OF THE SHANK RIVET
15: 15° taper angle


